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November 26, 2010
Enclosed for your reference is the information on our company Enviro Design Products, Inc (EDP).  We design and manufacture products for the Environmental Industry of Water & Soil Vapor Monitoring.  Our manufactured products include custom fabrication of aluminum, plastic and steel designs.  
EDP, Inc; promotes itself as an innovator specializing in wellhead problems specializing in wellheads, packers, and sparge tools.  EDP fabricates hardware, from down hole tools to surface completion product's.  Our focus is creating products to aid the field person's technical & hardware requirement, and more commonly find the solution to the customer’s immediate need. 

For our drilling customers; we offer a collection of well drilling equipment and manholes. We are also distributors for PVC Casing & Screen, and Stainless Steel Wire Wrap and other water related products.  As a service to our customers, EDP also offers technical assistance in most well drilling and surface completion matters at no charge.

(gripNlock Snap Cap) Monitoring Well Cap:

	Product:
	Mallet driven installed, the new "gripNlock", is a redesigned version of the old Snap Cap. This new tamperproof Cap is instantly watertight and secured when tapped in place.

	Application/Use:
	Above and below grade monitoring well locking cap.

	Dimensions:
	2" and 4" (fits SCH 40 & 80)

	Materials/Construction:
	Heavy duty Nylon construction, w/ high impact, heat resistant, UV protected w/ chemical resistant properties. This cap is completely inert.

	Description:
	Multiple concentric rings placed in the base of the cap provide maximum security and added watertight integrity to the well. The top of the cap has a large API warning label where a well #___ space is provided. The cap is colored in a highly recognizable orange for both below grade and above grade protective riser pipes.


(EX-Cap) locking extraction plug:

	Product:
	The EX-Cap, Vapor Extraction Without Cap Removal

	Application/Use:
	"GREAT FOR MAGNEHELICS", and other sampling applications.

	Dimensions:
	1, 1.25, 1.5, 2, 2.5, 3, 4, 5, 6, & 8

	Materials/Construction:
	Nylon, Stainless, Brass, & Buna-N

	Description:
	The EX-CAP (EXTRACTION-CAP) is a self-sealing vapor-sampling cap that takes the place of a standard monitoring well cap, where vapor monitoring is required. It operates as a watertight locking expansion plug with the capability of having vapor or water extracted through the cap, without removing the cap from the well.


(EX-PLUG) non-locking extraction plug:
The 1"-8" EX-PLUG is for the customer needing a water/airtight non-locking expansion plug, or vapor sampling plug.  The sizes begin at 1" and increase by quarter, half, odd and even dimensions through 8".  These test plugs have a head pressure rating of forty feet.  "Originally created from the EX-CAP design." 

(BLUE WATER) Monitoring Well Plug:

A newly designed Nylon watertight locking expansion plug is designed similar to the Torquer.  This new inexpensive plug was created for installing padlocks through the middle of the plug; this gives allowance for wells being off centered.  The padlock will not come in contact with the interior of the manhole.  Call for more information.

(ENVIRO CAP) Monitoring Well Plug:

This Cap is the ultimate in flush mount design. Each unit has a Retaining Sleeve to keep the PVC Casing from deforming over time.  Each unit houses a magnetic clutch in the top of the Locking Bolt Assembly, which can only be activated by the Enviro Key.

(Torquer) Monitoring Well Plug: 

The ½” - 5” orange locking Nylon expansion plug is well known, an inexpensive watertight locking plug created with integrity, and marketing opportunities for companies that are looking to leave their signature (custom labeling.)  Call for more information.

(J-Plug) Monitoring Well Plug:

A newly redesigned Nylon watertight locking expansion plug is created from the original J-plug.  This inexpensive new design allows you to place keyed-a-like padlocks or zip ties according to your needs.  Call for more information.

(H-Plug) Monitoring Well Plug: 

Similar to the J-Plug family this rugged Plug needs no conventional padlock.  This new design was created as a key-less entry Monitoring Well Cap, for the customer that’s fed up with padlocks.  Call for more information.

(Morrison) Monitoring Well Plug: 

The orange brass locking expansion plug has been a favorite among many die hard in the petroleum industry.  There design cast the template for the J-Plug, using a padlock or zip tie you have complete security.  Call for more information.

(Cherne) Monitoring Well Plug:

The original watertight locking expansion plug, these plugs have held the standard for 2 decades.  And, will continue to hold their position through many more.

(Tri-Lift) tripod with winch:
Aluminum tripod for lifting heavy submersible pumps, cameras, or tools.  Mast capacity of 1.5 tons, the Tri-Lift is fitted with a 12-volt winch with a 10' remote control.  Compact, the unit is neatly stored in a 6.5’ canvas travel bag.  The Tri-Lift has a single line lift capacity of 1500 lbs. with a dedicated 90' deployment cable.  This unit can reach depths far beyond the noted 90' feet, with its unique retrieving design.

"This is not a Personnel Carrier!" 

(Vault) custom or shelf:

We can fabricate any box dimension to meet or exceed the specifications required to do your job, double and single door construction, hydraulic assist lift, inspection doors, and locking or non-locking are just the basic questions, everything from that point we’ll help you examine before you may consider it a normal situation. We try and make sure your getting the right vault to meet your needs.  A vault and manhole is your final signature to your work, make it count.

(Manhole) Monitoring well:

We fabricate 6”, 8”, & 12” cast iron manholes in both the Conventional Drop in Lid & Watertight Bolt-down Lid.  Custom fabrications of square vaults are available in any size on request.  A vault and manhole is your final signature to your work, “Make it Count.”

“We our the leader in ground water surface completion protection.” 

Announces the EX-CAP: Vapor Extraction Without Cap Removal
The EX-CAP (EXTRACTION-CAP) is a self-sealing vapor-sampling cap that takes the place of a standard monitoring well cap, where vapor monitoring is required.  It operates as a watertight locking expansion plug with the capability of having vapor or water extracted through the cap, without removing the cap from the well.

The patented EX-CAP also has the ability to stabilize water tables in creating an ambient condition with both watertight enclosure and open atmosphere without, compromising the integrity of the well.

THE EX-CAP PROVIDES:

      * WATERTIGHT SECURITY

      * SAMPLING ACCURACY & QUALITY

      * REDUCED FIELD TIME

      * REDUCED PERSONNEL EXPOSURE & DECON

      * CONTINUOUS VENTING CAPABILITY
The EX-CAP is a permanent remediation tool for the sampling or testing of air & water.  The EX-CAP works with almost any situation involving negative or natural pressure such as vapor extraction systems, monitoring wells, methane gas, and radon detection.

The EX-CAP is made entirely of reinforced chemical resistant nylon with, two separate Buna Nitril O-rings for watertight integrity.  The top portion of the EX-CAP has a stainless steel, easy to use; flip down locking hasp, which allows you to secure the cap with any #1 padlock.  The EX-CAP is currently sold in two sizes, 2" & 4".  Smaller & larger sizes are available, through custom ordering.  "No Tools or Valves Required"
The EX-CAP was engineered for the roughest environment.  Its inert composition and self-sealing quality lends itself to being recognized as rugged, but user friendly.  The snap on feature of the EX-CAP is a brass self-sealing, quick disconnect couple with .28 vacuum (in./Hg.) virtual resistance.  It adapts quickly to most any vapor analyzer, MAGNEHELIC, vacuum gauge, or peristaltic pump.  The EX-CAP has a pull-away chemical resistant dust cover to protect the couplings outer face when not connected.

The EX-CAP for water has the ability to provide up to one GPM of fluid or a deep gas sample through its nylon compression fitting port on the bottom side, were an umbilical tube would be attached an set into the well at the desired depth.

Please, ask about our other Extraction-Plugs, Monitoring Well Caps, Well Seals, & Test Plugs.  Our sizes range from 1", 1.25", and 1.50" through 16".  For ordering or more information please, call us at (352) 465-6048.
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